** If you have install previous version before, please uninstall it first then install this version **

System Audio Path:
[image: ]
This is the audio flow from source to sink, and only one source activated each time. Sinks will output in the same time. Yellow line stands for stereo audio, Red/Blue line stands for Right/Left channel audio, and black arrow stands for mono signal with left/right added. Units marked with blue color can be configured with ACPWorkbench.
Notes: 
1, the Virtual BASS effect can be turned on/off with IR remote d.bass button. 
2, For model Up2Stream AMP2.1, when you changed the configs, the system will work following your settings and can’t adjust the cut frequency with TREB/BASS knob. 
3, Wi-Fi playback audio goes to source I2S.

The output supported by models:
	
	I2S
	SPDIF
	DAC0
	DACX

	Up2Stream Mini V3
	Yes
	Yes
	AUX out
	No

	Up2Stream Pro V3
	Yes
	Yes
	AUX out
	No

	Up2Stream AMP V3
	No
	*Yes
	Speaker out
	No

	Up2Stream AMP 2.1
	No
	*Yes
	Speaker out
	Speaker out


*Default input, can be configured with tool.

Output Mode:
[image: ]Stereo: (Default) the audio output will remain the left and right channel of input.


[image: ]Mono L+R: the left and right channel of input will be added together and copy to the left and right channel of output

[image: ]Mono L: the left and right channel of audio output will both have the left channel of input


[image: ]Mono R: the left and right channel of audio output will both have right channel of input


LR Swap: when set, will swap left and right channel.

PIN configs:
All PINs and default function
	
	Mini V3
	Pro V3
	AMP V3
	AMP2.1

	GPIO1
	CKEY A
	CKEY A
	CKEY A
	OUT CTRL

	GPIO2
	CKEY B
	CKEY B
	CKEY B
	-

	KEY
	ADCKEY
	ADCKEY
	ADCKEY
	ADCKEY

	TX
	-
	TX
	TX
	-

	RX
	-
	RX
	RX
	-

	SPDIF
	SPDIF OUT
	SPDIF OUT
	SPDIF IN
	SPDIF IN

	*SDA
	-
	-
	SDA
	-

	*SCL
	-
	-
	SCL
	-


* No function yet, reserved for OLED display

PIN function description
LED USBP: to drive LED indicator for USB DAC input mode. Float when inactivated, and tie to GND when activated.
LED OPT: to drive LED indicator for OPTICAL input mode. Float when inactivated, and tie to GND when activated.
SDA/SCL: I2C master, and need to set both to be enabled. This is reserved for OLED display.
CKEY A/CKEY B: 2 pins for coding key, and need to set both to be enabled. 
OUT CTRL: output control trigger. Output high when system have audio output, and after 1 minutes no audio input detected, will turn to low.
*SPDIF IN/SPDIF OUT: enable SPDIF in/out, when selected SPDIF IN, you need to use APP to reset the module to have OPTICAL mode shown on APP. 
*ADCKEY: Support ADC keyboard
*TX/RX: UART TX and RX, need to enable both to have function, and used for UART API. 
* These functions are PIN specific.

Bottom buttons:
Sleep: Pause current audio processing, no actual use.
Reset: Will reset current configs to the condition on device booted. You might need to refresh the configs manually. 
Refresh: Refresh current configs from device. 
Factory Reset: Will reset current configs to factory default. You might need to refresh the configs manually. 
Tag: Show the device name only, not used.
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